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(57)	 ABSTRACT

An assembly and method for manufacturing a composite
reinforcement for unitizing a structure are provided. Accord-
ing to one embodiment, the assembly includes a base having
a plurality of pins extending outwardly therefrom to define a
structure about which a composite fiber is wound to define a
composite reinforcement preform. The assembly also
includes a plurality of mandrels positioned adjacent to the
base and at least a portion of the composite reinforcement
preform, and a cap that is positioned over at least a portion of
the plurality of mandrels. The cap is configured to engage
each of the mandrels to support the mandrels and the com-
posite reinforcement preform during a curing process to form
the composite reinforcement.

27 Claims, 6 Drawing Sheets
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2
COMPOSITE INTERSECTION

	
in both directions through the stiffeners. Current state of the

REINFORCEMENT

	

	
art technology uses primarily braiding or woven intersections
for composite intersection reinforcement. However, when

FEDERALLY SPONSORED RESEARCH OR
	

braided and woven intersections are unfolded after fabrica-
DEVELOPMENT

	

	
5 tion, the intersections may have line length differences which

typically lead to significant tow waviness through the inter-
This invention was made with Government support under	 section of the composite intersection reinforcement. More-

NCC2-9019 awarded by NASA. The Government has certain	 over, it is difficult to control the fiber distortion during curing
rights in this invention.	 of these composite fiber materials.

10	 U.S. Pat. No. 4,584,226 to Vitale et al. discloses an alter-
BACKGROUND OF THE INVENTION

	

	
native technique for transferring loads through a structure that
includes laminated sheets and fiber strands formed into webs

1) Field of the Invention	 that intersect at a common junction and carry loads through
Embodiments of the present invention relate to composite 	 the intersection. The '226 patent also discloses that a single

structures and, more particularly, to the intersection of com- 15 fiber strand may be utilized in an interweaving tool to direct
posite reinforcements for integration with various structures.	 the strand in a repetitive path, such as a clover leaf or figure

2) Description of Related Art	 eight pattern, to obtain a cruciform load transfer structure.
Composite structures provide weight, fatigue strength, and

	
The tool generally includes a primary set of mandrels and

corrosion resistance advantages over metallic structures.	 shuttle carrier rings, where the rings are configured to rotate
Unitization and new manufacturing processes have reduced 20 in a fixed orbit while the mandrels are shifted relative to the
the cost of composite structures and yielded additional weight 	 rings. Laminated sheets of carbon fiber cloth and tape are
savings. Applying composites to complex, highly loaded	 positioned to underlie or enclose the cruciform shaped strand.
structures, however, has required multiple manufacturing 	 The structure is then cured in a heating chamber or autoclave
operations and costly assembly processes. With respect to the 	 in order to harden the structure.
aircraft industry, large, unitized, grid-stiffened structures 25	 Despite these advantages in developing unitized grid stiff-
have been developed by integrating axial and longitudinal 	 ened structures, there is a need for more efficiently manufac-
stiffeners with the aircraft skin. But, there has been no effi-	 turing composite intersection reinforcements. In addition,
cient mechanism to transfer loads though the intersections of

	
there is a need for a composite intersection reinforcement that

the stiffeners, which has required additional weight and com-	 effectively transfers loads through the intersection of a plu-
plexity at the intersections. 	 so rality of structures.

In particular, utilization of a longitudinal stiffener and cir-	 It would therefore be advantageous to provide an apparatus
cumferential frame approach consists of large composite or 	 and method for efficiently and effectively manufacturing
metallic frames that are mechanically fastened at locations 	 composite reinforcements for integration with various struc-
along the length of the fuselage and fastened circumferen-	 tures. In addition, it would be advantageous to provide com-
tially to the fuselage's composite skin. This design also 35 posite reinforcements that effectively transfer loads through
includes longitudinal stiffeners that are co-cured, co-bonded, 	 the intersection of a plurality of structures.
or mechanically fastened to the fuselage's composite skin.
This design is not the optimum approach since the frames

	
BRIEF SUMMARY OF THE INVENTION

cannot transverse through the stiffeners. Therefore, the lon-
gitudinal stiffeners terminate before and after each frame, 40 Embodiments of the invention may address at least some of
which reduces the ability of the structure to control buckling. 	 the above needs and achieve other advantages by providing an
As such, the load that each longitudinal stiffener carries is 	 apparatus and method for manufacturing composite rein-
directed through the skins. To carry the extra loads the skin

	
forcements for unitizing a structure. Generally, embodiments

thickness must be increased along with the stiffener and
	

of the present invention facilitate the integration of composite
frames which increases the weight and complexity of the 45 reinforcements (i.e., cruciforms) with structures such that
structure. Furthermore, since the frames are mechanically

	
both axial and transverse loading is capable of being trans-

fastened to the fuselage the fabrication cost is very high. 	 ferred through the intersection of the reinforcements and
Composite structures lend themselves to be fabricated as a 	 structure. In particular, a continuous composite fiber may be

monolithic or unitized structure. In other words, it is generally 	 wound in various configurations about a plurality of pins to
less complex and costly to produce a composite fuselage that 50 achieve a desired strength and load carrying capacity for a
is co-cured with the skins, longitudinal stiffeners, and frames 	 variety of applications. For example, in the context of the
than it is to build up each component in smaller sections. 	 aircraft industry, the composite reinforcements may be inte-
There are generally three ways to reduce the cost of fabricat- 	 grated with a frame and longitudinal stiffeners to form a
ing composite structures: minimize or eliminate tooling, 	 unitized grid-stiffened structure.
mechanization of the lay-up process, and unitization of the 55	 According to one embodiment, the assembly includes a
structure. To minimize tooling costs multifunctional tools

	
base having a plurality of pins extending outwardly therefrom

were developed. For example, tools have been developed that
	

to define a structure about which a composite fiber is wound
allow a user to lay-up, cure, and trim on a single tool elimi-	 to define a composite reinforcement preform. The assembly
nating the need for two additional tools. The mechanization	 also includes a plurality of mandrels positioned adjacent to
of composite parts is accomplished through various processes 60 the base and at least a portion of the composite reinforcement
such as: fiber placement, filament winding, braiding, and tape	 preform, and a cap that is positioned over at least a portion of
placement. The development of large unitized structures, 	 the plurality of mandrels. The cap is configured to engage
such as grid-stiffened structural skins, reduces the cost of

	
each of the mandrels to support the mandrels and the com-

composite structures due to the elimination of lay-up and cure	 posite reinforcement preform during a curing process to form
processes.	 65 the composite reinforcement.

One limitation of these large, unitized grid-stiffened struc- 	 According to various modifications of the assembly of the
tures is that there is no efficient mechanism to transfer loads 	 present invention, the base comprises four pins, and/or the
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pins are positioned such that the composite fiber is wound
about the pins in a figure eight pattern. Each mandrel may
include a frustum shape, and the mandrels could be posi-
tioned on the base to collectively define a prismatic shape. In
addition, each mandrel may include a key or a keyway that is
configured to mate with a respective keyway or key in the cap.
Each mandrel may include a tapered surface extending along
a backside of the mandrel, while the cap may also include a
tapered surface that corresponds with each of the tapered
surfaces on a respective mandrel. Moreover, the cap may be
positioned over the pins and mandrels and adjacent to the
base, or the cap may be positioned adjacent to a portion of the
plurality of mandrels opposite the base.

An additional aspect of the present invention provides a
method for manufacturing a composite reinforcement for
unitizing a structure. The method includes winding a continu-
ous composite fiber to define a composite reinforcement pre-
form, and positioning a plurality of mandrels adjacent to at
least a portion of the composite reinforcement preform. The
method also includes positioning a cap over at least a portion
of the mandrels to provide support thereto, and at least par-
tially curing at least a portion of the composite reinforcement
preform to form the composite reinforcement.

Aspects of the method include winding the composite fiber
about the pins in a figure eight pattern. The positioning step
may include slidably engaging the cap over each mandrel.
The winding step may include winding a continuous filament
of a pre-impregnated tow material or a dry tow material about
the pins, and/or winding the continuous composite fiber about
the pins such that the composite reinforcement includes at
least one intersection. In addition, the method could further
include indexing the continuous composite fiber during the
winding step, and/or winding a plurality of layers of the
continuous composite fiber. The curing step could include
partially or completely curing the composite reinforcement
preform, and the method may further include adjusting at
least one of speed, tension, and temperature of winding the
continuous composite fiber.

A further embodiment of the present invention provides a
composite reinforcement for unitizing a structure. The com-
posite reinforcement includes a plurality of legs formed of a
continuous composite fiber and having at least one intersec-
tion, wherein the legs are comprised of a plurality of unidi-
rectional layers positioned one on top of the other, and
wherein at least a portion of at least one leg is configured to be
secured to at least one structure. According to one aspect, the
continuous composite fiber comprises a cruciform cross sec-
tion.

An additional variation of the present invention provides a
method for manufacturing a composite reinforcement for
unitizing a structure. The method includes winding a continu-
ous composite fiber to define a composite reinforcement pre-
form, wherein at least a portion of the composite reinforce-
ment preform includes a plurality of legs having at least one
intersection and a plurality of unidirectional layers of com-
posite fiber. The method also includes positioning a plurality
of mandrels adjacent to at least a portion of the composite
reinforcement preform, and at least partially curing (e.g.,
partially or completely) at least a portion of the composite
reinforcement preform to form the composite reinforcement.
One variation of the method includes indexing the continuous

4
composite fiber during the winding step, and/or positioning a
cap over at least a portion of the plurality of mandrels to
provide support thereto.

5	 BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWING(S)

Having thus described the invention in general terms, ref-
erence will now be made to the accompanying drawings,

10 which are not necessarily drawn to scale, and wherein:
FIG. 1 is a flowchart illustrating various components of a

system for manufacturing a composite reinforcement and
integrating the composite reinforcement into a unitized struc-
ture, according to one embodiment of the present invention;

15	 FIG. 2 is an enlarged perspective view of a system of FIG.
1 for forming a composite reinforcement;

FIG. 3 depicts various structural components of FIG.1 that
may be unitized into a grid-stiffened structure;

FIGS. 4A-4I illustrate exemplary steps for forming a com-
20 posite reinforcement according to one embodiment of the

present invention;
FIG. 5 is a cross section of an intersection of a composite

reinforcement according to one embodiment of the present
invention;

25 FIGS. 6A-613 illustrate various components for forming a
composite reinforcement according to another embodiment
of the present invention;

FIG. 7 shows a cap and a plurality of mandrels that are
compatible therewith according to one embodiment of the

30 present invention; and
FIG. 8 depicts a cap and a plurality of mandrels that are

compatible therewith according to another embodiment of
the present invention.

35 DETAILED DESCRIPTION OF THE INVENTION

The present invention now will be described more fully
hereinafter with reference to the accompanying drawings, in
which some, but not all embodiments of the invention are

40 shown. Indeed, the invention may be embodied in many dif-
ferent forms and should not be construed as limited to the
embodiments set forth herein; rather, these embodiments are
provided so that this disclosure will satisfy applicable legal
requirements. Like numbers refer to like elements through-

45 Out.
Referring now to the drawings and, in particular to FIG. 1,

there is shown one embodiment of a system 10 for manufac-
turing a composite reinforcement 14 using a winding appa-
ratus 12. The composite reinforcement 14 is capable of being

50 integrated with various structural components 16 that may be
assembled into a unitized structure 18 for forming a grid-
stiffened structure 20. According to one aspect of the present
invention, the composite reinforcement 14 is employed to
integrate one or more aircraft components that may be col-

55 lectively cured or otherwise assembled to form a unitized
structure 18, which will be explained in further detail below.

It is understood that the composite reinforcement 14 could
be used to transfer loads through and reinforce any number of
structures in a variety of industries where unitization of the

60 structure is required or desired, such as in the aircraft, auto-
motive, or construction industries. Thus, the term "reinforce-
ment' is not meant to be limiting, as the reinforcement could
be any cruciform, structure, or the like that is used to reinforce
any number of parts or structures of different shapes and

65 sizes, such as adjoining structures. Furthermore, the compos-
ite reinforcement 14 could be assembled to structures com-
prising any number of composite and/or metallic materials. In
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6
addition, the term "preform" is not meant to be limiting as a 	 particular, the winding machine 22 is capable of maintaining
preform could be any composite reinforcement that is sub- 	 a constant tension of the continuous composite fiber when
jected to subsequent processing. For instance, a composite 	 unwinding the composite fiber about the winding apparatus
reinforcement preform couldbe subjected to a curing process. 	 12. Furthermore, the winding machine 22 is preferably auto-

With respect to the aircraft industry, for example, a plural- 5 mated such that the continuous composite fiber is wound in a
ity of reinforcements 14 could be employed to build up a 	 predetermined configuration without user intervention,
grid-stiffened structure 20 including stiffeners, longerons, 	 although the winding machine could be controlled manually
aircraft skin, and/or frames. One or more of the structural

	
if desired.

components could be a composite material. For example,	 FIGS. 4A-4I illustrate various steps for forming a compos-
FIG. 3 depicts various structural components 16 that may be io ite reinforcement 14 according to one embodiment of the
integrated into a grid-stiffened structure 20. More specifi- 	 present invention. FIG. 4A depicts a winding apparatus 12
cally, the structural components 16 include a cap assembly	 that includes a plurality of pins 32 extending from a base 34.
35, composite reinforcements 14, a web filler assembly 37, an

	
The base 34 is generally rectangular in configuration, while

intersecting frame longeron assembly 39, skin stiffeners 41, 	 the pins 32 are each generally cylindrical. Although not
and an aircraft skin 43 that may be co-cured or assembled to 15 shown, the base 34 is configured to be coupled with the motor
form a unitized grid-stiffened structure 20. In order to

	
30 on the opposite surface of the pins 32, as described above,

assemble the structural components 16, a bonding assembly 	 to provide for rotation of the base.
jig or tooling typically locates the composite reinforcement

	
FIG. 4B depicts a composite reinforcement 14 preform that

14. The skin 43 is laid up, and the fabric or tape for the
	

has been defined on the winding apparatus 12 by winding a
longerons 39 is wrapped around large rectangular mandrels. 20 continuous composite fiber about the pins 32. A continuous
The web filler plies 37 and composite intersection 14 are then 	 composite fiber is wound to define a composite reinforcement
placed in between the mandrels, and cap plies 35 are added

	
14 preform having a pair of legs that intersect one another. In

and the assembly is bagged for curing. 	 particular, the composite fiber extends diagonally between a
FIG. 2 illustrates the system 10 shown in FIG. 1 in greater

	
first pair of pins 32, along the edge of the base 34 and about a

detail. In this regard, the system 10 generally includes a 25 third pin, and then diagonally between the third pin and a
winding machine 22 for winding fiber about the winding

	
fourth pin such that the diagonals intersect one another to

apparatus 12. The winding machine 22 includes a winder 24, 	 define a cruciform configuration. This pattern is repeated to
a translatable gantry 26, and a motor 30. More specifically the

	
define a composite reinforcement 14 having a figure eight

motor 30 mates with a base 32 of the winding apparatus 12
	

pattern. FIG. 4C shows a mandrel 36 positioned adjacent to
and is capable of rotating the winding apparatus 12 while the 30 the base 34 and the intersection of diagonally extending por-
winder 24 pays out a continuous composite fiber about a 	 tions of the composite reinforcement 14 preform. Moreover,
plurality of pins 34 extending outwardly from the base to

	
FIGS. 4D-4F demonstrate that mandrel 36 is positioned adja-

define a composite reinforcement 14. The translatable gantry 	 cent to the base 34 and the intersection of the diagonally
26 is capable of translating as the base 34 is rotated in order to 	 extending portions of the composite reinforcement 14 pre-
wind the composite fiber about the winding apparatus 12. In 35 form. Thus, each mandrel 36 occupies a respective quadrant
particular, the composite fiber is unwound off of the winder

	
defined by the intersection of the pair of legs of the composite

24 and about the outer pins 34 as the motor 30 rotates the	 reinforcement 14 preform. In the embodiment shown in
winding apparatus 12 clockwise or counterclockwise. As the

	
FIGS. 4C-4F, each mandrel 36 generally includes a frustrum

translatable gantry 26 translates, the composite fiber is 	 shape such that the collection of the mandrels defines a pris-
unwound off of the winder 24 diagonally between pins 34 40 matic shape. The mandrels 36 are typically free standing such
such that the combination of rotation and translation of the 	 that that may be readily positioned adjacent to the base 34 and
winder defines a composite reinforcement 14. However, as 	 composite reinforcement 14 preform. The positioning of the
will be explained in further detail below, embodiments of the 	 mandrels 36 adjacent to the composite reinforcement 14 pre-
present invention provide various winding configurations for

	
form provides support thereto for a subsequent curing pro-

forming composite reinforcements 14. 	 45 CeSS.
It is understood that the system 10 may include various

	
Each mandrel 36 also includes a keyway 38 that extends

configurations such that the illustrated winding machine 22 is 	 along a backside of the mandrel (i.e., opposite from the inter-
not meant to be limiting. Namely, any suitable winding	 section of the legs of the composite reinforcement 14). The
machine 22 may be employed that is compatible with the

	
keyway 38 is engagable with a key 45 defined within a cap 40.

winding apparatus 12 and capable of winding a continuous 5o FIG. 8 shows a cap 40 having a key 45 that corresponds to
composite fiber thereabout. The winding machine 22 is typi-	 each of the keyways 38 in the mandrels 36. Optionally, the cap
cally capable of winding various composite materials about

	
40 may include an opening 42 for aiding a technician in

the winding apparatus 12, such as tow including graphite, 	 positioning the cap over the mandrels 36. The cap 40 includes
Kevlark, and glass materials, which may be dry or pre-im- 	 an internal opening that is sized and configured to extend over
pregnated with a suitable resin material (e.g., an epoxy or 55 and around the pins 32, composite reinforcement 14, and
phenolic). According to one embodiment, the composite fiber 	 mandrels 36 and po sitioned on the base 34. In particular, FIG.
is about 1/8 of an inch in width and 0.005 inches in thickness, 	 8 shows that the cap 40 includes walls 49 that have a respec-
although other sizes may be employed. The environment of

	
tive key 45 defined thereon. The walls 49 are configured to

the pre-impregnated material is typically monitored to ensure	 align with a respective mandrel 36. Moreover, a pair of walls
that the material properties are not adversely affected during 60 49 are spaced away from the outer edges of the cap to facili-
manufacturing. For instance, the temperature and humidity of

	
tate the positioning of the cap over the portions of the com-

the composite fiber may be controlled as it is paid out from a 	 posite reinforcement 14 extending non-diagonally between
creel, which affects the ability to handle the material (e.g., 	 the pins 32.
tackiness). Moreover, the winding machine 22 may be

	
As the cap 40 is positioned on the base 34, each key 45

capable of varying the speed, thickness, tension, temperature, 65 defined in the cap 40 engages a respective keyway 38 defined
spacing, and axis orientation of the composite fiber in order to

	
in the mandrels. Furthermore, the backside of each mandrel

achieve a desirable strength and load carrying capacity. In
	

36 may include a tapered surface (e.g., 5° from vertical) such
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that the mandrels are broader at their base. One or more of the
walls 49 may also include respective tapered surfaces that are
configured to align with the tapered surfaces of each mandrel
36. Tapering the surfaces of the mandrel 36 and walls 49
facilitate alignment of the cap on the mandrel when position-
ing the cap thereon and provide a tight fit adjacent to the
composite reinforcement 14 for reducing the incidence of
movement by the mandrels during curing. Thus, the mandrels
36 and cap 40 collectively support the composite reinforce-
ment 14 during a curing process.

It is understood that the configuration of the winding appa-
ratus 12 and mandrels 36 shown in FIGS. 4A-4I are not meant
to be limiting as each may be various sizes and configurations
in additional aspects of the present invention. Thus, it is
understood that the pins 32 and base 34 may be various sizes
and configurations and still be capable of having a composite
fiber wound thereabout. However, the pins 32 are of sufficient
length to enable a composite fiber to be wound about the pins
a plurality of times to define a composite reinforcement 14.
For instance, the base 34 couldbe round, and the pins 32 could
have a rectangular cross section. There could also be any
number of pins 32 extending from the base 34, such as six, to
achieve a desired composite reinforcement 14 configuration.
Furthermore, the mandrels 36 may be various configurations
that reduce or eliminate movement of the mandrels during
curing, which often leads to loss of straightness of the com-
posite fiber. For instance, the mandrels 36 could be semi-
circular as shown in FIG. 7. Consequently, the cap 40 may be
various configurations in order to be compatible with the
mandrels 36, such as a cap having a conical opening 47 for
accommodating a plurality of semi-circular mandrels as illus-
trated in FIG. 7. In addition, the mandrels 36 may have a key
defined thereon rather than a keyway that is engagable with a
keyway defined within the cap 40. Furthermore, FIGS.
6A-613 demonstrate that the mandrels 36 may have a key 44
defined on its upper and lower surfaces such that each key
engages a keyway 48 defined in the cap 40 and a keyway 50
defined in the base 34. Additionally, the cap 40 shown in
FIGS. 6A-613 is not configured to enclose the composite
reinforcement 14, but is rather configured to be positioned
adjacent to a surface of each mandrel opposite the base 34 and
engage each of the keys 44 with keyways 48.

In effect, the composite reinforcement 14 is a preform
following winding of a continuous composite fiber with the
winding apparatus 12, as the composite reinforcement under-
goes subsequent processing in order to take on a finalized
form for integration with various structural components. In
this regard, the composite reinforcement 14 may be partially
cured such that only a portion of the composite reinforcement
is cured and acquires a sufficient rigidity for subsequent han-
dling. The partially cured composite reinforcement may then
be co-cured to various structural components. Alternatively,
the composite reinforcement 14 may be fully cured such that
the entire composite reinforcement is cured and subsequently
assembled to structural components using various tech-
niques, such as mechanical fastening. Various techniques
known to those skilled in the art could be employed to co-cure
or co-bond the composite reinforcement 14, such as an auto-
clave, a press, or oven. When the composite reinforcement 14
is partially or fully cured, the cap 40 may be readily removed
from the base 34 and mandrels 36. The mandrels 36 may then
be removed and the composite reinforcement cut to a desired
shape (e.g., a cruciform) andprepared forbonding and assem-
bly with various structural components. Furthermore, addi-
tional layers of material, such as a composite tape, pre-im-
pregnated fabric, or cloth material may be applied to the

8
composite reinforcement 14 prior to co-bonding or co-curing
to achieve a desired strength and load carrying capacity.

FIG. 5 illustrates a cross section of a composite reinforce-
ment 14 according to one embodiment of the present inven-

5 tion. As shown, the composite reinforcement includes unidi-
rectional fibers and a pair of legs that intersect one another.
Thus, the composite reinforcement 14 includes a cruciform
cross section. FIG. 5 also demonstrates that the composite
reinforcement 14 may include one or more additional layers

io of material, such as a composite tape or cloth material. In
order to achieve the cruciform configuration, the composite
reinforcement 14 is typically cut and sanded following cur-
ing. For instance, the composite reinforcement 14 shown in
FIGS. 4A-4I comprises a figure eight pattern after curing such

15 that the portions of the wound composite fibers extending
along the backside of a pair of opposed mandrels 36 (i.e.,
non-diagonally extending portions) would be cut between
adjacent pins 32. Because the composite reinforcement 14 is
not cut into a desired shape until after curing, the tension in

20 the continuous composite fiber is maintained until after cur-
ing, whichreduces distortionofthe composite reinforcement.

It is understood the composite reinforcement 14 may com-
prise various configurations. For example, the composite
reinforcement 14 may be wound to include a plurality of legs

25 and one or more intersections such that the number of struc-
tures that can be assembled to the composite reinforcement
can be varied. For instance, the composite reinforcement 14
can include three legs and two intersections resulting from
winding a continuous carbon fiber in a predetermined pattern.

30 In addition, the composite reinforcement 14 is capable of
having a plurality of layers of composite fibers. In particular,
as a continuous carbon fiber is wound diagonally between
pins 32, the base may be indexed (i.e., rotated) such that the
composite fiber travels between pins and then again diago-

35 nally in an overlying relationship to a previously wound com-
posite fiber. Thus, the composite reinforcement 14 may
include one or more layers of continuous composite fiber to
vary the thickness and, hence, the strength and load carrying
capacity of the composite reinforcement.

40 Thus, embodiments of the present invention may provide
several advantages. For example, a composite reinforcement
may be manufactured that is capable of being co-cured or
otherwise assembled with a plurality of structures to form a
unitized grid-stiffened structure. Thus, the composite rein-

45 forcement may be capable of transferring loads longitudi-
nally and transversely through intersections of the composite
reinforcements and structural components assembled thereto.
Moreover, embodiments of the present invention may reduce
the costs and time required to assemble a unitized grid-stiff-

50 ened structure that is lighter in weight than conventional
structures. Furthermore, aspects of the present invention may
facilitate the manufacture of composite reinforcements hav-
ing customized strength and load carrying capacity. The con-
figuration of the mandrels and cap may reduce or eliminate

55 the incidence of movement of the mandrels during curing,
which reduces the loss of straightness of the composite fibers.

Many modifications and other embodiments of the inven-
tion set forth herein will come to mind to one skilled in the art
to which the invention pertains having the benefit of the

60 teachings presented in the foregoing descriptions and the
associated drawings. Therefore, it is to be understood that the
invention is not to be limited to the specific embodiments
disclosed and that modifications and other embodiments are
intended to be included within the scope of the appended

65 claims. Although specific terms are employed herein, they are
used in a generic and descriptive sense only and not for
purposes of limitation.
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That which is claimed:
1.A method for manufacturing a composite reinforcement

for unitizing a structure, the method comprising:
winding a continuous composite fiber to define a compos-

ite reinforcement preform;
positioning a plurality of mandrels adjacent to at least a

portion of the composite reinforcement preform after the
winding step;

positioning a cap over the plurality of mandrels such that
the cap slidably engages with each mandrel to provide
support thereto; and

at least partially curing at least a portion of the composite
reinforcement preform to form the composite reinforce-
ment.

2. The method according to claim 1, wherein winding
comprises winding the continuous composite fiber about a
plurality of pins.

3. The method according to claim 2, wherein winding
comprises winding the composite fiber about the pins in a
figure eight pattern.

4. The method according to claim 2, wherein winding
comprises winding a continuous filament of a pre-impreg-
nated tow material or a dry tow material about the pins.

5. The method according to claim 2, wherein winding
comprises winding the continuous composite fiber about the
pins such that the composite reinforcement includes at least
one intersection.

6. The method according to claim 1, wherein positioning
comprises slidably engaging the cap over each mandrel such
that a key or keyway defined in the cap interlocks with a
respective keyway or key defined in each mandrel.

7. The method according to claim 1, further comprising
indexing the continuous composite fiber during the winding
step.

8. The method according to claim 7, wherein winding
comprises winding a plurality of layers of the continuous
composite fiber.

9. The method according to claim 1, wherein curing com-
prises partially or completely curing the composite reinforce-
ment preform.

10. The method according to claim 1, further comprising
adjusting at least one of speed, tension, and temperature of
winding the continuous composite fiber.

11. The method according to claim 1, wherein winding
comprises winding the continuous composite fiber such that a
plurality of layers each extending parallel to one another are
formed.

12. The method according to claim 1, wherein positioning
the mandrels comprises positioning the mandrels such that a
gap is defined between at least one of the mandrels and the
composite reinforcement perform.

13. The method of claim 12, wherein positioning the cap
comprises positioning the cap over the mandrels such that the
cap slidably engaging with the at least one mandrel within the
gap.

14. The method of claim 1, wherein positioning the man-
drels comprises positioning a plurality of mandrels on a base
and adjacent to the composite reinforcement perform such
that each of the mandrels is free standing on the base.

15. The method of claim 14, wherein positioning the man-
drels comprises positioning the plurality of mandrels on the
base such at least one surface of each mandrel extending from
the base is positioned adjacent to the composite reinforce-
ment preform and at least one other surface of each mandrel
extending from the base is not positioned adjacent to the
composite reinforcement preform.

10
16. The method according to claim 1, wherein positioning

the cap comprises positioning the cap over the mandrels such
that the composite reinforcement perform and mandrels are
enclosed between the cap and the base.

5	 17. A method for manufacturing a composite reinforce-
ment for utilizing a structure, the method comprising:

winding a continuous composite fiber to define a compos-
ite reinforcement perform, wherein at least a portion of
the composite reinforcement perform comprises a plu-

10	 rality of legs having at least one intersection and a plu-
rality of unidirectional layers of composite fiber;

positioning a plurality of mandrels adjacent to at least a
portion of the composite reinforcement perform afterthe
winding step;

15 positioning a cap over the plurality of mandrels such that
the cap slidably engages with each mandrel to provide
support thereto; and

at least partially curing at least a portion of the composite
reinforcement perform to form a composite reinforce-

^^	 ment comprising a plurality of legs each having a plu-
rality of unidirectional layers of composite fiber.

18. The method according to claim 17, further comprising
indexing the continuous composite fiber during the winding

25 step.
19. The method according to claim 17, wherein positioning

comprises slidably engaging the cap over each mandrel such
that a key or keyway defined in the cap interlocks with a
respective keyway or key defined in each mandrel.

30 20. The method according to claim 17, wherein curing
comprises partially or completely curing the composite rein-
forcement preform.

21. The method according to claim 17, wherein winding
comprises winding the continuous composite fiber such that

35 the plurality of unidirectional layers of each leg extend par-
allel to one another.

22. The method according to claim 17, wherein winding
comprises winding the continuous composite fiber about a
plurality of pins.

40 23. The method according to claim 22, wherein winding
comprises winding the continuous composite fiber such that
each leg extends between a pair of respective pins and inter-
sect one another at a location between each pair of respective
pins.

45 24. The method of claim 17, wherein positioning the man-
drels comprises positioning a plurality of mandrels on a base
and adjacent to the composite reinforcement perform such
that each of the mandrels is free standing on the base.

25. The method of claim 24, wherein positioning the man-
50 drels comprises positioning the plurality of mandrels on the

base such at least one surface of each mandrel extending from
the base is positioned adjacent to the composite reinforce-
ment preform and at least one other surface of each mandrel
extending from the base is not positioned adjacent to the

55 composite reinforcement preform.
26. A method for manufacturing a composite reinforce-

ment for unitizing a structure, the method comprising:
winding a continuous composite fiber to define a compos-

60	 ite reinforcement preform;
positioning a plurality of mandrels adjacent to at least a

portion of the composite reinforcement preform and on
a base after the winding step such that each of the man-
drels is free standing on the base;

65 positioning a cap over the plurality of mandrels such that
the cap slidably engages with each mandrel to provide
support thereto; and
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	at least partially curing at least a portion of the composite

	
ing from the base is positioned adjacent to the composite

	

reinforcement preform to form the composite reinforce- 	 reinforcement preform and at least one other surface of each
ment.	 mandrel extending from the base is not positioned adjacent to

	

27. The method according to claim 26, wherein positioning 	 the composite reinforcement preform.
the mandrels comprises positioning the plurality of mandrels 5
on the base such at least one surface of each mandrel extend-
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